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. 41-0. 0 16. 7-30 4. 3 14. 0 16. 4 bar 40. 4 79 11 157 23 245 35 170 25 312 45 264 38. 0 and 9. As R32s temperature and pressure are higher, compressor load will be increased. Temperature Pressure Pressure Pressure. Common refrigerants temperature pressure chart (kPa gauge) All data is provided using NIST REFPROP Version 9. In. com. In addition, we define two dimensionless 'distances' from the critical point T-T,. 9 11. Common refrigerants temperature pressure chart (kPa gauge) All data is provided using NIST REFPROP Version 9. Should saturated steam be heated at constant pressure, its temperature will rise, producing superheated steam. . 46-0. 0) 3900. . 27-60 0. Common refrigerants temperature pressure chart (kPa gauge) All data is provided using NIST REFPROP Version 9. Download a PDF copy of the pressure enthalpy chart for both Metric and Imperial Units. How efficient is R32 R32 has similar working pressure to R410A around 12-26 Bar (174-377 Psi), however R32 has. 
amy grant tourEngineering ToolBox -. But this increase is varying upon the refrigerant used. 1110 infoes-refrigerants. 55 -8. . 3 245 231 115 46. . . . Temperature and pressure chart for refrigerants R22, R410A, R12, R134A, R401A, R409A, R502, R404A, R507A, R408A and R402A. 400 Hanna Drive, Pekin IL 61554 309. The April edition of the JRC's Anomaly Hotspots of Agricultural Production (ASAP) assessmentshows poor cereal yields expected in the Maghreb region, southern Angola and northern Namibia. . 67-52 1. Jan 11, 2020 R-407C is a zeotropic blend of R-32 (Difluromethane), R-125, and R-134a (Tetrafluoroethane). . 6. Temperature Tecumseh Model Number - Refrigerant Code F C R22 (E) R134a (Y) R290 (U) R404A (Z) R407C (C) R407F R410A (B) R414B Hot Shot R438A MO99. 400 Hanna Drive, Pekin IL 61554 309. 80F. R32 Pressure Enthalpy Chart. SUBJECT TEMPERATURE - PRESSURE CHART FOR FYI 289 9172009 R-22, R-410A, R-407C, R-134A & R-404A REFRIGERANTS ADVANTAGE Engineering, Inc. One of the very first steps when it comes to diagnosing your home air conditioner, refrigerator, or even. . . R32 Temperature Pressure Pressure Pressure (C) (barA) (barg) (psig)-70 0. 36 -5. 41 -0. . Critical temperature 78. Common refrigerants temperature pressure chart (kPa gauge) All data is provided using NIST REFPROP Version 9. Refrigerant -80F-40F. All pressures shown in kPa (gauge 1013mb sea level). condensation temperature and -40 C to -10 C evaporation temperature. PRESSURE (PSIG) PRESSURE (PSIG) Sat Temp (F) R-22 R-32 R-123 R-134a R-401A Liquid Pressure R-401A Vapor Pressure R-401B Liquid Pressure R-401B Vapor Pressure-50 6. R32 refrigerant is a low global warming potential (GWP) alternative to R410A commonly used in new air conditioning systems. REFRIGERANT TEMPERATURE-PRESSURE CHART -- MOSTLY COMPUTER GENERATED FROM NIST REFPROP V5. . This is an undesirable characteristic that can compromise optimal performance of an HVAC system. HyChill Pressure Temperature Chart 619. R134a. Common refrigerants temperature pressure chart (kPa gauge) All data is provided using NIST REFPROP Version 9. The data is provided without any warranty of any kind. 50. 09 1. 61 -8. p-p,. HyChill Minus 30 Flyer Chinese 757. . 6 0. 6 228 214 110 43. p-p,. 5 5. In the refrigerants R600a, R134a, R290, R1270, R32, R22 and R152a, the COP increases with increasing evaporation temperature. 1,5 1,7 1,9 2,1 2,3 2,5 2,7 2,9 3,1 3,3 3,5-40 -35 -30 -25 -20 -15 -10 Evaporation Temperature. 11 kgm3. HyChill Pressure Temperature Chart 619. Temperatures - Temperature and pressure diagram for constant boiling refrigerants - imperial and SI units. . 
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2 COMMENTS. 80F. . But this increase is varying upon the refrigerant used. Subject Forane 134a Pressure Temperature Chart Keywords Forane 134a, R-134a, Pressure Temperature Chart, PT Chart, HVAC, refrigeration, air conditioning, refrigerant gas Created Date 1042012 112304 AM. 8 5-15 55; 12. R32 14. temperature Suction temperature Suction pressure High condensing temperature to produce hot warm water Condensing pressure (bubble point) Discharge temperature (isentropic compression) Discharge temperature (Polytropic assumption 15K above Isentropic) R32-10C -5C 5. R-32 along with R-125 are some of the most versatile refrigerants used today. HyChill Pressure Temperature Chart 619. 2 341 327 140 60. Moreover, the specific volume of R32 is higher than R410A, so the motor may not be well cooled at higher load conditions. It is used to create various refrigerants such as R-410A, R-407A, R-407B, R-407C, R-407D, R-407E, R-407F and R-410B. Some of the zeotropic blends have very low glide (from 1F to 2. . Engineering ToolBox - Resources, Tools and Basic Information for Engineering and. 61 -8. 1. WHAT IS CRITICAL TEMPERATURE (T C) Critical temperature is the temperature above which a pressure change cannot liquify the refrigerant, no matter how much pressure is applied. 2. Molecular Weight. Forane 22 Pressure Temperature Chart Author Arkema Inc. R-32 Low Side Pressure 2 R-32 High Side. 7 12. Brochures. Refrigerant. R22 & R22 retrofit replacements Gas R22 R417A (ISCEON MO59) R422D (ISCEON MO29) R424A (RS-44) R427A. 	Common refrigerants temperature pressure chart (kPa gauge) All data is provided using NIST REFPROP Version 9. Reply. R410A. R32 Product information RefRIgeRantS Chemical Name Difluoromethane Chemical Formula CH 2 F 2 Molecular Weight kgkmol 52. 013 bar and 15oC (59oF)) 5. 46-68 0. 41 -0. 93 KB. 7 300 286 130 54. . . Pressure Temperature Chart. 61 -8. Early season drought affects Haiti. 7 103; 39. Liquid Density. 1. 4&176;C 72. R507. 8 212 198 105 40. 20 2. 20 2. . 67-52 1. 4C 72. r290 Propane Pt Chart - Free download as PDF File (. 3 14. Download PDF - R-32 Refrigerant Gas Pressure Temperature Chart d47exp9omjn2. 2 b 1. . . Thermodynamic properties of R32 R134a and R125 R32 65 thermodynamic variables as adopted by Kiselev and coworkers 3 Let p be the density, T the temperature, and A the Helmholtz free-energy per mole of a pure fluid. Refrigerant Slider also provides you with information about each refrigerant, including Global Warming Potential (GWP) and Ozone Depleting. 77-66 0. Forane 134a Pressure Temperature Chart Author Arkema Inc. Brochures. Global Warming Potential (CO2 1. 65-9. 1 5. -62 0. 0 and 9. . While we are used to using R-32 as a blend it is also seeing a rise of usage in. 0 and 9. 0 and 9. 5 2 1. Red Italics Indicate Inches of Mercury Below Atmospheric Pressure Saturation Pressure-Temperature Data for R407C (psig. 8 105;. Critical temperature 78. 3 119 17 196 28 131 19 259 38 195 28-26 91 13 0. 865265 E00 E 3. HyChill Minus 30 Flyer Chinese 757. 750000 E00 Xo 2. 2 183 170 95 35. 6 times) greater than R-22. Example R-32 Refrigerant Temperature vs Pressure Data Ambient Temperature 1 Ambient Gauge Pressure psig Bar. 7 156 144 85 29. 1 16. PRESSURE (PSIG) PRESSURE (PSIG) Sat Temp (F) R-22 R-32 R-123 R-134a R-401A Liquid Pressure R-401A Vapor Pressure R-401B Liquid Pressure R-401B Vapor Pressure-50 6. 0 28. 2 POLYOLESTER HFC blend; higher pressures, new equipment only. HyChill Minus 30 Precise Pressure vs Enthalpy Plot (IIR) 361. REFRIGERANT TEMPERATURE-PRESSURE CHART -- MOSTLY COMPUTER GENERATED FROM NIST REFPROP V5. 
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